
 

 

ELBESIL EM 6605 A 
 
 
 

ELBESIL EM 6605 A is a slip emulsion for web offset printing based on a combination of silicone oils, waxes, with 
additional antistatic properties. The emulsion provides excellent slip properties and outstanding rub resistance for 
printed paper webs. 
Thanks to optimized wetting of the roller and paper, ELBESIL EM 6605 A ensures a seamless application on the 
surface of printed products. 
 
ELBESIL EM 6605 A has a highly effective and therefore low rub protection content. 
 
ELBESIL EM 6605 A is free of labelling. 
 
 
 
Specification   Solid content:   30 - 32%     
    Density:   0.99 
    pH value:   6-8 
    Appearance:   Milky/white 
    Emulsion type:  Oil/wax in water 
    Emulsifier type:  Anionic/nonionic 
 
 
 
Processing   Before use, the emulsion must be diluted with water.  

The degree of dilution depends on the paper quality to be processed and should 
be determined through preliminary tests. Please start the trials with a 1:10 
mixture (emulsion/water). 

 
 
 
Storage stability The undiluted emulsion remains stable for approximately 6 months in sealed 

original containers. Diluted emulsions lose their stability and must be used within 
2 days.   - Protect from frost! 

 If frozen, thaw slowly at room temperature and stir before use. 
 
 
Packaging   25 kg canisters 

200 kg disposable drums 
600 and 1000 kg returnable containers 

 
 

 
 

The data provided in this information sheet corresponds to the current state of knowledge. However, the purchaser is not exempt from conducting 
careful incoming inspections in individual cases. The recommendations given in this information sheet require independent tests and trials due to 

factors beyond our control during processing, particularly when using raw materials from third parties. 

Technical Information 


