
 

 

 ELBESIL EM 6960 
 
 
ELBESIL EM 6960 is an aqueous emulsion based on a medium viscosity silicone oil for use in web 
offset and gravure printing. 
 
ELBESIL EM 6960 has excellent stability; it can be diluted with water in any ratio.  
dilutable with water in any ratio. It is highly concentrated and therefore extremely economical to 
process. 
 
ELBESIL EM 6960 is not subject to labelling. 
 
 
 
Specification    Solids content:  60% 

     Density:   0.99 
     pH value:   6-8 
     Appearance:   milky/white 
     Emulsion type:  O/W 

     Emulsifier type:  non-ionic 
 
 
Processing    Before processing, the emulsion must be diluted with water. 
     The degree of dilution depends on the the paper qualities to 
     be processed and should be determined by preliminary tests.  

We recommend to carry out the tests with a mixture  
 1:20 (emulsion/water).   

 
 
Storage stability    The undiluted emulsion is stable for approx. 6 months in  
     original closed containers 

Diluted emulsions lose their stability and must be used within 
 2 days.      Protect from frost! 

 
      
 
Packaging     25 kg canisters; 200 kg disposable drums; 1000 kg IBC 

 
 
 
 
The data given in this data sheet correspond to the current status. The customer is not released from the obligation to carry out careful 
incoming inspections in individual cases. The recommendations given in this data sheet require our own tests and trials due to factors 
beyond our control during processing, especially when using third-party raw materials. 
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